
 
 
                             

                             ARO WHITE INK – ZDI…for rotary & machine printing  
 
 

. 
 

DESCRIPTION: 

 

ARO WHITE INK ZDI is made out of self cross linking Acrylic Co-polymer Emulsion. It gives soft and durable 
film properties. It has excellent thermal and mechanical stability which gives it superior running properties. 
This has a special acrylic system which gives good wet-rubbing fastness even on viscose, high twisted cotton, 
synthetic, acrylic and their blends.  
 
ARO WHITE INK ZDI is too much wet grinding involved in manufacturing process that is why it becomes 
whiter & softer, average particals of this ink is around 6 microns. 
 
 
PROPERTIES: 
 
 APPEARANCE          :   Milky White paste 

 
 NATURE                     :   Non-ionic 

 
 PH                                :   8 to 9 

 
 SOLID CONTENT    :   55% 

 

 
PACKAGING                            :  60 KGS  

 
 

GRADES                                    :   HX, MX, LX   

 
 
FEATURES: 

 

 Soft and silky feeling effect. 

 

 Running smoothly without choking problem. 

 

 Smooth feeling on fabric like discharge.. 

 

 Suitable for rotary, flat belt and machine printing. 

 

 Suitable for all types of fabrics. 

                                                                                                                                                                                      . 
Disclaimer:  

The said information is provided for fast and effective application results and is best to our knowledge true and accurate. 
However since the condition under which the product may be used are beyond our control, recommendations are made without 
warranty or guarantee. Typical properties recorded are based on test results from representative samples, and are given as a guide 
and not as a specification for any particular property or use. 


